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ABSTRACT
Miscibility of linear high-density polyethylene (HDPE) and series of metallocene octene-based linear
low-density polyethylene (m-LLDPE) with different branch contents were studied by molecular
dynamic (MD) simulation. m-LLDPEs were modeled as ethylene-octene copolymers with octene
uniformly distributed on the PE chain. In the MD simulation, chains were modeled using united atom
approach in the NVT ensemble. The branch content (BC) was varied in the range 10–80
branches/1000C. The miscibility of HDPE/m-LLDPE blends was inferred from the steady-state
conformation of the blend. Miscibility was found to be a function of BC. Miscibility was observed in
blends of up to 40 branches/1000 C; however, blends were found to be immiscible in higher ranges
(50-80 BC). MD Simulation results agree with previous experimental reports of Hill’s group.
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ﺍﻟﻤﻠﺨﺹ
 ﺘﻤﺕ ﺩﺭﺍﺴﺔ ﺘﺄﺜﻴﺭ ﻜﻤﻴﺔ ﺍﻟﺘﻔﺭﻉ ﻓﻲ ﺍﻟﺒﻭﻟﻲ ﺇﻴﺜﻠﻴﻥ ﺍﻟﺨﻁﻲ ﻗﻠﻴل ﺍﻟﻜﺜﺎﻓﺔ ﺍﻟﻤﻴﺘﺎﻟﻭﺴﻴﻨﻲ ﻋﻠﻰ ﺫﻭﺒﺎﻨﻪ ﻓﻲ ﺍﻟﺒﻭﻟﻲ، ﻓﻲ ﻫﺫﺍ ﺍﻟﺒﺤﺙ
 ﺘﻤﺕ ﻤﺤﺎﻜﺎﺓ ﺍﻟﺒﻭﻟﻲ ﺇﻴﺜﻠﻴﻥ ﺍﻟﻤﻴﺘﺎﻟﻭﺴﻴﻨﻲ ﻜﺒﻭﻟﻤﺭ ﻤﺯﺩﻭﺝ ﻤﻥ ﺍﻹﻴﺜﻠﻴﻥ.ﺇﻴﺜﻠﻴﻥ ﻋﺎﻟﻲ ﺍﻟﻜﺜﺎﻓﺔ ﺒﻭﺍﺴﻁﺔ ﺍﻟﻤﺤﺎﻜﺎﺓ ﺍﻟﺠﺯﺌﻴﺔ
 ﺘﻤﺕ ﺩﺭﺍﺴﺔ ﻜﻤﻴﺔ ﺍﻟﺘﻔﺭﻉ ﻓﻲ.ﻭﺍﻷﻜﺘﻴﻥ ﻤﻊ ﺘﻭﺯﻴﻊ ﺍﻟﺘﻔﺭﻉ ﺒﺼﻭﺭﺓ ﻤﺘﺴﺎﻭﻴﺔ ﻋﻠﻰ ﺴﻠﺴﻠﺔ ﺍﻟﺒﻭﻟﻲ ﺇﻴﺜﻠﻴﻥ ﺍﻟﺨﻁﻲ ﻗﻠﻴل ﺍﻟﻜﺜﺎﻓﺔ
 ﻓـﺭﻉ ﻓﻲ ﺍﻷﻟـﻑ ﺫﺭﺓ ﻜﺭﺒﻭﻥ ﻭﻭﺠﺩ ﺃﻥ ﺍﻟﺒﻭﻟﻲ ﺇﻴﺜﻠﻴﻥ ﻗﻠﻴل ﺍﻟﻜﺜﺎﻓﺔ ﻴﻤﺘﺯﺝ ﻤﻊ ﺍﻟﺒﻭﻟﻲ ﺇﻴﺜﻠﻴﻥ٨٠ – ١٠ ﺍﻟﻤـﺩﻯ ﻤـﻥ
ﺫﺭﺓ ﻜﺭﺒـﻭﻥ ﻭﻴﻨﻔﺼل ﻋﻨﻪ ﻓﻲ ﺍﻟﺘﻔﺭﻋﺎﺕ ﺍﻷﻋﻠﻰ ﺃﻱ ﻓﻲ ﺍﻟﻤﺩﻯ١٠٠٠/ ﻓﺭﻉ٤٠-١٠ ﻋﺎﻟﻲ ﺍﻟﻜﺜﺎﻓـﺔ ﻓﻲ ﺍﻟﻤـﺩﻯ ﻤـﻥ
. ﻫﺫﻩ ﺍﻟﻨﺘﺎﺌﺞ ﺘﺘﻔﻕ ﻤﻊ ﺍﻟﺘﺠﺎﺭﺏ ﺍﻟﻤﻌﻤﻠﻴﺔ ﺍﻟﻤﻨﺸﻭﺭﺓ ﺴﺎﺒﻘﹰﺎ. ﺍﻷﻟﻑ ﻓﻲ ﺍﻟﺒﻭﻟﻲ ﺇﻴﺜﻠﻴﻥ ﺍﻟﺨﻁﻰ ﻗﻠﻴل ﺍﻟﻜﺜﺎﻓﺔ/ ﻓﺭﻉ٨٠ – ٥٠
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INTRODUCTION
The Phase behavior of polyethylene-polyethylene blends has attracted considerable interest
both in the research community and industry. As a result, a better understanding of the
miscibility behavior of polyethylene blends is crucial to meet requirement of processing and
properties of final product.
Commercial linear-low-density polyethylene (LLDPE) produced by Ziegler-Natta (ZN)
catalysis is available in a range of densities from 0.900 to approximately 0.935 g/cm-3
depending on the amount of comonomer incorporated, usually 1-butene, 1-hexene, or
1-octene. In the past, significant research work has been conducted to study the influence of
branch content and its distribution in LLDPE on the miscibility of LLDPE in high-density
polyethylene (HDPE). A great deal of information has been obtained from the work of Hill’s
group [Hill et al., 1993, Hill and Barham, 1994] and [Alamo et al., 1997], [Morgan et al.,
1999], and [Choi, 2000]. However, all of these studies used ZN-LLDPE, which is known for
its structural heterogeneity, with substantial amounts of the polymer having either low or high
degree of comonomer incorporated. The introduction of single-site catalyst (i.e. metallocene)
has made possible the production of LLDPE with almost uniform distribution of branches
[Bjor et al., 2001]. In the literature, different views have been expressed about the phase
behavior of ZN-LLDPE/HDPE systems ranging from liquid-liquid phase segregation [Barham
et al., 1988], [Hill, et al., 1991], [Hill and Barham, 1994], and [Hill et al., 1996] to complete
homogeneity in the melt [Alamo et al., 1994, Alamo et al., 1997, Agamaian et al., 1999].
Most of the above studies have used either transmission electron microscopy (TEM) or small
angle neutron scattering (SANS) techniques except the recent work of Fan et al. (2002) that
used MD simulations with random distribution of branching mimicking ZN-LLDPEs. In this
study, MD simulations were used to study the effect of branch content on the miscibility of
m-LLDPE in HDPE with branch content ranging from 10 – 60 branches/1000 C.
MODEL AND METHOD
Models of HDPE and octene-based LLDPE with uniform distribution of branches were
simulated using a molecular modeling software package Cerius2 (Version 4.2, Accelerys
Inc.). Each model is composed of 500 ethylene monomer units (i.e. 1000 backbone carbons).
Different m-LLDPEs were modeled with 10, 20, 30, 40, 50, 60 and 80 branches per 1000 C.
The branches were uniformly spaced along the chain. The branches were composed of five
methylene units and an end methyl unit simulating the copolymerization of ethylene with
1-octene. Each ethylene unit was treated as a united atom. In the absence of density
constraints, segments composing the chain have more chances to reorient and assume their
optimal configurations in a shorter time [Choi et al., 1995].
The dynamic simulations were run under canonical (NVT) ensemble at temperatures of 450
and 500 K, using the Nose method (1984). The time step was 0.001ps. The time-evolution for
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isolated fully extended polyethylene of chain length 1000 CH2 units is studied up to 1000 ps.
Atomic force field used here is the Dreiding 2 potential [Mayo et al., 1990].
Molecular interaction energies can be described by the total energy ETot in the MD
simulations: ETot =ES+Eb+ET+Evdw Where ES is the bond-stretching energy, Eb is the bond
bending energy; ET is Van der Waals interaction (non-bonded interaction). Non-bonded
interactions were modeled using a Lennard-Jones 12-6 potential [Flory, 1941]. The objective
of this investigation is to study the influence of branch content on the miscibility of HDPE in
Octene m-LLDPEs.
RESULTS AND DISCUSSIONS
The steady-state conformation for m-LLDPE/HDPE for m-LLDPE with 10 branches/1000 C
is shown in Figure 1. In all Figures, the magenta line represents HDPE and the grey one is for
m-LLDPE with branches colored in red. Chain folding in lamellar structures is evident for
both HDPE and m-LLDPE with branch contents of 30 and 40 branches/1000 C as shown in
Figures 2 and 3 respectively. Figures 1, 2, and 3 show the mingling of the linear and branched
chains suggesting into each suggesting the miscibility of m-LLDPE in HDPE in the range up
to 40 branches/1000 C. For higher branch content, results are shown for blends of HDPE with
m-LLDPE with 50 and 60 branches/1000 C in Figures 4 and 5 respectively. In the last two
Figures, it is clear that HDPE started to form a separate phase that is different from
m-LLDPE and the trend is the same for higher branch contents (not shown here) up to
80 branches/1000 C. This suggests the existence of a critical branch content of
40 branches/1000 C where miscibility of m-LLDPE in HDPE seize to exist. These results are
in agreement with previous experimental work of Hill’s group [Hill and Barham, 1995] and
also with recent work of Abu-Shark and Hussein on m-LLDPE where critical branch content
was observed in MD simulations of pure m-LLDPEs. This work suggests that the reasons
behind the observed immiscibility of these members of the PE family is due to the direct
influence of the density of branching and its distribution on mismatch of conformations of
m-LLDPE and HDPE. This seems consistent with theoretical findings [Fredrickson and Liu,
1995]; [Bates and Fredrickson, 1994] that acknowledge the important influence of the
conformational and architectural “mismatch” between components of polyolefin blends on the
miscibility of polyolefins.
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Figure 1: Blend of HDPE/m-LLDPE with 10 branches/1000 C at 500 K

Top

Molecular Dynamics Simulation of the Influence of Branch Content on the Miscibility of …

Figure 2: Blend of HDPE/m-LLDPE with 30 branches/1000 C at 500 K
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Figure 3: Blend of HDPE/m-LLDPE with 40 branches/1000 C at 500 K
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Figure 4: Blend of HDPE/m-LLDPE with 50 branches/1000 C at 500 K
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Figure 5: Blend of HDPE/m-LLDPE with 60 branches/1000 C at 500 K
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CONCLUSIONS
Miscibility of m-LLDPE in HDPE was observed for m-LLDPE with branch content up to
40 branches/1000 C. However, blends are immiscible in higher ranges of branch contents.

ACKNOWLEDGEMENT
The authors would like to thank King Fahd University of Petroleum and Minerals, Dhahran,
Saudi Arabia for supporting this research project.

REFERENCES
1. Abu-Sharkh, B.F. and Hussein, I.A., “Investigation of the Influence of Branch Content on
2. Chain Conformation of molten metallocene octene-LLDPE by MD Simulation”, submitted.
3. Alamo, R.G.; Londono, J.D; Mandelkern, L.; Stehling, F.C., Wignall, G.D., 1994“Phase
behavior of blends of linear and branched polyethylenes in the molten and solid states by
small-angle neutron scattering” Macromolecules, 27, 411-417.
4. Alamo, R.G.; W.W. Graessley, R Krishnamoorti, D.J. Lohse, Londono, J.D; Mandelkern, L.;
Stehling, F.C., Wignall, G.D., 1997, “Small angle neutron scattering investigations of melt
miscibility and phase segregation in blends of linear and branched polyethylenes as function of
the branch content” Macromolecules, 30, 561-566.
5. Agamalian M.; R.G. Alamo, Kim M.H.; Londono J.D.; Mandelkern L.; and Wignall G.D.,
1999, “phase behavior of blends of linear and branched polyethylenes on micron length scales
via ultra-small-angle neutron scattering”, Macromolecules, 32, 3093-3096.
6. Barham P.J. and M.J. Hill, A. Keller and C.C. Rosney, 1988,
polyethylene melts” J. Material Sci. letters, 7, 1271-1275.

“Phase separation in

7. Bates FS, Fredrickson GH, 1994, "Conformational asymmetry and polymer-polymer
thermodynamics", Macromolecules, 27:1065-1067.
8. Bjorn Steinar Tanem, and Aage Stori, 2001, “Blends of single-site linear and branched
polyethylene: Morphology characterization 11”, Polymer, 42, 6609-6618.
9. Choi Phillip, Henk P. Blom, Tom A. Kavassalis, and Alfred Rudin, 1995, "Immiscibility of
Poly(ethylene) and Poly(propylene): A Molecular Dynamics Study", Macromolecules, 28,
8247-8250.
10. Choi, P., 2000, “Molecular dynamics studies of the thermodynamics of HDPE/butene-based
LLDPE blends”, Polymer, 41, 8741.
11. Fan Z.J.; Williams M.C.; and Choi P., 2002, “A Molecular dynamics study of the effects of
branching characteristics of LDPE on its miscibily with HDPE”, Polymer, 43, 1497-1502.
12. Fredrickson G. H.; Liu A. J. , 1995, “Design of Miscible Polyolefin Copolymer Blends”,
J. Polym Sci: Part B: Polym. Phys., 33, 1203-1212.

Top

Vol. 2.

404

Adam M. Giri, Basel F. Abu-Sharkh, and Ibnelwaleed A. Hussein

13. Fredrickson G. H.; Liu A. J.; Bates, F. S., 1994, “Entropic corrections to the Flory-Huggins
theory of polymer blends: Architectural and conformational effects”, Macromolecules, 27,
2503-2511.
14. Flory P.J., 1941, “Thermodynamics of high polymer solutions”, J. Chem. Phys., 9, 660-661.
15. Hill, M. J.; Barham, P. J. and A. Keller, 1993, “Phase segregation in blends of linear with
branched polyethylene: the effect of varying the molecular weight of the polymer”, Polymer,
33, 2530-2541.
16. Hill, M. J.; Barham, P. J. and C.C.A.Roseny, 1991, “Phase segregation in melts of blends of
linear and branched polyethylene”, Polymer, 321384-1393.
17. Hill, M. J.; Barham, P. J, 1994, “interpretation of behavior of blends containing linear lowdensity polyethylenes using a ternary phase diagram” Polymer, 34, 1802-1808.
18. Mayo, S. L.; Olafson, B. D.; Goddard, W.A., 1990, “Deriding: generic force field for
molecular simulations”, J. Phys. Chem., 94, 8897-8909.
19. Morgan R.L., M. J. Hill, P.J.Barham and C.J.Frye, 1997, "liquid-liquid phase separation in
ternary blends of linear polyethylene with two ethylene-butene copolymers", polymer, 38,
1903-1909.
20. Nose’ S., 1984, “A unified formulation of the constant temperature molecular dynamics
methods”, J. Chem. Phys., 81, 511-519.
21. Nose’ S., 1984, “A molecular dynamics method for simulations in the canonical ensemble”,
Molecular Physics, 52, 255-268.

Top

